
1816936 

To: 
From: 
Sent: 
Subject: 

Way, Steven[way.steven@epa.gov] 
Sorrenson - DNR, Allen 
Thur 6/11/2015 5:03:46 PM 
Re: FW: Red and Bonita- Concrete Testing and Cylinder Size Variance 

Steve, the 4-inch diameter by 8-inch long test cylinders are suitable for the specified aggregate 
sizing. I'd note that the Construction Requirements and Specification details the minimum 
compressive strength for the concrete at the 7-day (3000 psi) and 28-day (3400 psi) breaks. Also, 
I'll be at the RnB at 8 am on June 25 to examine the adit with you, Matt, and Kurt Braun. -Allen 

On Thu, Jun 11,2015 at 9:11AM, Way, Steven wrote: 

From: Petri, Elliott 
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1816936 

Sent: Wednesday, June 10,2015 2:14PM 
To: Way, Steven 
Cc: Christner, Jan 
Subject: Red and Bonita- Concrete Testing and Cylinder Size Variance 

...... 
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...... 

-please 
request an allowance for use ofthe smaller cylinders (8 cylinders per set) 
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CONFIDENTIALITY: This email and attachments may contain information which is 
confidential and proprietary. Disclosure or use of any such confidential or 
proprietary information without the written permission of Weston Solutions, Inc. is 
strictly prohibited. If you received this email in error, please notify the sender by 
return e-mail and delete this email from your system. Thank you. 

C. Sorenson 

303.866.3567x8143 F 303.263.7886 

1313 Street 

allen.sorenson@state.co.us www.mining.state.co.us 
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